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End-Type
Cartridges Bags

End Description Strainrite 
Housing 

PR/S*/SS: Rings 
For bag filters
*S represents the code for Carbon 
Steel rings in bags. Where it appears 
in cartridges, it refers to the S-Top, as 
indicated below

SRL
SRHD
SRID
SRVB
SRMB
SRMS

P: P-Flange Top 
For bag filters,  
MADD-MAXX &  
Visc-MAXX filters

SRID
SRHD
SRMB
SRMS

S: S-Top with O-ring 
For MADD-MAXX 
& Visc-MAXX filters
This is the preferred type of seal, for the 
listed housings, to prevent bypass in 
critical applications.

SRID
SRHD
SRMB
SRMS

M: M-Flange Top 
For bag filters, 
MADD-MAXX, 
& Visc-MAXX filters

SRVB 
single and 
multi-bag

C: C-Top with O-ring 
For MADD-MAXX 
& Visc-MAXX filters

Fits 
competitor 
housing only*
*These are designed 
for competitor vessels 
that employ filter bags 
with spring-steel sealing 
bands; fit verification 
check is necessary

MF: MF-Top 
For SRID-MF 
& SRHD-MF filters

SRID**
SRHD**
**Designed to fit  
these models with the  
MF housing option
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